
ZEBRA
TM

Z-NVR3664L
H.265 2U 64-CH NVR

Onvif o H.265/H.264 o USB 3.0/2.0 o HDMI 4k/1080P o VGA 1080P o 8xHDD o eSATA

   RJ485 PTZ  o  RJ45 Dual LAN   o   Alarm in/out   o   4K Preview/Record/Playback    o   Fisheye   o  100V ~ 240V AC 50Hz ~ 60Hz

HYBRID NVR

KEY FEATURES

· Main processor: ARM Cortex A17 Quad-core Processor

· Opera�ng System: Embedded LINUX

· Compression H.264 / H.265 high Profile

· Up to 8 Megapixels resolu�on recording & playback

· Incoming Bandwidth: 300MB

· 1 CH VGA output, 2CH HDMI output

· 2 USB 2.0 Interfaces, 1 USB 3.0 Interface, 1 Rs485

· 2 RJ-45 10/100/1000 Mbps self-adap�ve Ethernet 

interfaces

ZEBRA HD Professional NVR provide One step the internet 
by professional CLOUD technology, ONVIF agreement 
with standard, Compression H.265 high Profile, Mul�-
channel real-�me recording synchronously. ARM Cortex 
A17 Quad-core Processor, Embedded LINUX opera�ng 
system. Completed protec�ve circuit, unique trouble 
watchdog func�on.



Zebra Security Inc. USA
Surveillance & IP video products, imaging systems division
120 Comostock Ave Sta�on Island
New York 10314, USA
www.zebrasecurity.us

©2013 Zebra Security , Inc. All rights reserved. All products and 
names men�oned are the property of their respec�ve owners. 
While Zebra has made every effort at the �me of publica�on to 
ensure the accuracy of the informa�on provided herein, product 
specifica�ons, configura�ons, prices, system/component/op�ons 
availability are all subject to change without no�ce.

DON’T MISS
ANY 
STEP

Z-NVR3664L
H.265 2U 64-CH NVR

 

 

 

 
 

 

 

 

 

 
 

 
 

 

   

 

 

 

 

 

 
 

 

 

 

 

   

  

  

 

  

  

  

  

 

 

Model Z-NVR3664L

System

Main Processor ARM Cortex A17 Quad-core Processor

Opera�ng System Embedded LINUX

Video

Input
64 Channel, Support 4096×2160, 2592x1944, 2048x1536, 1920×1080, 1280×960,

1280×720, etc, Incoming Bandwidth: 300MB

Output 1 VGA, 2 HDMI

Audio

Input 1 Port RCA

Output 1 Port RCA (Linear, 1kΩ)

Audio Bit Rate 64kbps

Audio Compression standard G.711

Alarm

Sensor Input 16

Output 4

Mo�on Detec�on 64 Channel, MD Zones: 396 (22 × 18)

Trigger Events Recording, Video Push, Email, FTP, Snapshot, Buzzer and Screen Tips, alarm output

Display

HDMI1
4K (3840 × 2160)/60Hz, 4K (3840 × 2160)/30Hz, 1920 × 1080/60Hz, 

1280 × 1024/60Hz, 1280 × 720/60Hz, 1024 × 768/60Hz

HDMI2 1920 × 1080/60Hz, 1280 × 1024/60Hz, 1280 × 720/60Hz, 1024 × 768/60Hz

VGA 1920 × 1080/60Hz, 1280 × 1024/60Hz, 1280 × 720/60Hz, 1024 × 768/60Hz

Display Split

 

64CHxD1/36CHxD1/25CHxD1/16CHxD1/9CHxD1/4CHxD1/1CHx1080P/
1CHx3MP/1CHx4MP/1CHx5MP/1CHx4k

Digital Zoom

 

YES

OSD Camera Title, Time, Video Loss, Recording, Mo�on Detec�on

Recording

 

Video Compression

 

H.264/H.265

Resolu�on

 

4k(4096×2160),5MP(2592×1944),4MP(2688×1520),3MP(2048×1536),1080P(1920×1080),
960P(1280x960),720P(1280×720),D1 (704×576/704×480)

Record Rate

 

PAL:

 

4k@30×25fp,5MP@45×25fp,4MP@64x25fp,3MP@60×25fp,
1080P@64×25fp, 960P@64×25fp,720P@64×25fp, D1@64×25fp

                 

NTSC:

 

4k@30×30fp,5MP@45×30fp,4MP@64×30fp,3MP@60×30fp,
1080P@64×30fp, 960P@64×30fp, 720P@64×30fp, D1@64×30fp

Record Mode

 

Manual\Timer\Mo�on Detec�on

Playback & Backup

 

Local Sync Playback

 

4 channel x 4k

Remote Sync Playback

 

YES

Search Mode

 

ALL, Channel, Manual, Time, Date, Mo�on Detec�on

Playback Func�ons

 

Play, Pause, Stop, Rewind, Fast Play, Slow Play, Digital Zoom

Backup Mode

 

USB Device/Network

Network

 

Interface

 

2 RJ-45 10/100/1000Mbps self-adap�ve Ethernet interfaces

Network Func�ons

 

HTTP, TCP/IP, IPv4, UPNP, RTSP, UDP, SMTP, NTP, DHCP, DNS, IP Filter, DDNS, FTP, 
Alarm Server, IP Search, P2P

Onvif Version

 

Support Onvif 2.4

Web Browser

 

IE6-11, Google Chrome (IE Tab), Firefox (IE Tab)

CMS So�ware Support Windows XP / Windows Vista / Windows 7/ Windows 8

 

Cloud Support(P2P) Yes

 

Smart Phone iPhone, iPad, Android, Android Pad

 

Storage

Interface 8 SATA Interface, Up to 48TB capacity

  

eSATA 1 eSATA interface
 

General

USB Interface 2 USB 2.0 Interfaces ,1 USB 3.0 Interface
 

RS485 1 Port, for PTZ Control

 Power Supply 100 to 240 VAC, 50 to 60 Hz

 
Working Environment -10~55℃/10~90%

 
Dimension(W×D×H) 2U, 440mm×450mm×95mm 

 

Weight 9.8Kg（without HDD）

Made in Taiwan
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